
1.	 Orders shipped within a quantity tolerance 
of +/- 10% of the ordered quantity shall 
be deemed conforming and complete. 
Customer shall accept and pay for the 
quantity actually shipped.

2.	 Length measurement tolerances are +/- 1%.

3.	 Roll width tolerances are +/- 1/32”.

4.	 Minimum roll width is 3”.

5. a)	Minimum roll length is 2,500’. We can offer 
specific roll lengths; however, these rolls 
may have extra splices.

b)	Specific roll lengths can be offered only 
when the full master width is trimmed; 
however, these rolls may contain extra 
splices. 
*Please refer to the table under number 10. Customer 
explicitly accepts the spice limits established.

c)	Coat-to-order products require the 
full master width to be trimmed and 
have minimum order length quantities 
depending upon product.

d)	For all material that is required to lay flat for 
sheeting, 6" cores are recommend.

e)	We recommend 6” cores for all material 
that is required to lay flat for sheeting.

7.	 Pallet sizes: We have the following pallet sizes 
available:

32” x 48”  
32” x 32”  
40” x 40”  
44” x 44”  
36” x 36”  
40” x 48”

8.	 Cradle packing is available on rolls 5,000’ 
or longer. These rolls are packed on either 
32” x 48” pallets or 40” x 48” pallets Cradle 
packing: A minimum of 32” total width per 
order position. Cradle packing: A minimum 
roll width of 6” will be cradle packed.

9.	 Trimless requirements: A minimum of 12” 
total width per order position.

10.	 Splice tolerance for slit rolls: 
When order length is:

Rolls containing splices within the limits 
stated herein shall be deemed conforming 
product and shall not constitute a defect 
or basis for rejection.
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Americas
Specification for quantities, 
dimensions and packaging
These specifications form part of all quotations, order acknowledgements and sales contracts 
issued by UPM Adhesive Materials.

< 7,500’ 2 splices

≥ 7,500’ 3 splices

> 10,000’ 4 splices

Product delivered within the tolerances set forth herein shall be deemed conforming and accepted. 
These Specifications may be revised from time to time. 

In case of conflict between a customer purchase order and these specifications, the written sales agreement 
or UPM order acknowledgement shall govern. Except as expressly provided in UPM Adhesive Materials’ 
applicable sales agreement or terms and conditions of sale, UPM Adhesive Materials disclaims all implied 
warranties, including any implied warranties of merchantability, fitness for a particular purpose 
and non-infringement.


