
Specification for quantities, 
dimensions and packaging
1. Rolls

Accuracy of length measurement

Paper-based and filmic laminate

Best before date
The best before date is indicated on UPM 
Raflatac’s product labels. Proper handling is 
required for the materials to remain in perfect 
condition up to the best before date.

Best before date
Where applicable, and based on law, 
regulations or mutual agreement, returnable 
boards, frames, cases, pallets and special 
cores shall be charged at the appropriate 
rates unless returned.

Storage conditions
Materials should be stored away from direct 
sunlight and heat, in a dark, dry place. The 
shelf-life defined for each product is based on 
storage of the material at 20 to 25°C and 40% 
to 50% relative humidity (Finat). Prolonged 
storage at higher temperatures and/or humidity 
levels will shorten the shelflife. It is important 
that during storage, the film wrapping around 
the coils is not removed in order to minimize the 
effects of ambient moisture.

In addition, the coils should be brought to the 
same temperature as the ambient temperature 
where label printing and converting take place, 
24 hours prior to processing and without 
removing the protective wrapping. During 
printing and converting, the ambient conditions 
influence on the labelstock in regard to lay flat 
properties, rigidity, strength and release.

Tolerance

± 1%

2. Actual length
2.1	 Ex-stock products 
2.2	 Ex-coater products 
2.3	 Customer-specific coater 
	 products excluding last slit 
	 sets of the order

± 10% 
+ 10% / –20% 
+ 10% / –20%

3. Width
3.1	 Master rolls, unless supplied 	
	 untrimmed 
3.2	 Slit rolls, minimum slitting 	
	 width 100 mm 
3.3	 Adhesive patterns 
	 Width of adhesive band 
	 Longitudinal variation 
3.4	 Split back patterns 
	 Split width 
	 Longitudinal variation

4. Supply quantity
4.1	 Ex-stock products 
4.2	 Ex-coater products 
	 Order quantity less than or 	
	 equal to 4,000 m2 
	 Order quantity 4,001 m2 – 
	 24,000 m2 
	 Order quantity over 24,000 m2  
4.3	 Customer-specific coater 	
	 products.

± 2 mm 
 
± 1 mm

± 2 mm 
± 2 mm 
 
± 2 mm 
± 2 mm

± 10% 
 
+ 20% / –10% 
 
+ 15% / –10% 
 
± 10%
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The supply quantity is based on the ordered raw material 
quantity. Quantity and tolerance are to be mutually 
agreed before order confirmation.	In the absence of such 
agreement, UPM’s order confirmation shall prevail.
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Lorem ipsum dolor sit amet
Atium ni corum nus am ium volorectus nim aut ut etum iumendis dolorenis 
qui ium aut oditae es con ea voluptas quat eveniendendi repta ipis eium nest 
occaecti quam rat rae porupid quias dolore, cus pedi doluptatio bla ducia 
Quiasse ndigni adi voles sae lis nobitatur alignis earunt lam verciendis etus 
totatur, quasit officipis elestist, es et laccusa ndebis rescipiendis vererfe.

Lorem ipsum dolor sit amet
Am volorenia architis voluptam es vellatem. Udionse niscieni aut parcia 
doluptatur alis minctibus ut laut dolori debit aritio inullis nis ipictus int ut 
ariberrum ea conem eos millacea qui nimuscius ulparchicae non et odisque 
nulla nimus, torendi taepudant, quis doluptat. Lupta voluptam rescide porem 
etus incto optatempor audae am velestota porempo ribusa quam etur.

Lorem ipsum dolor sit amet
Ame mi, sinverro eos ducia quo et fuga. Ihillitis volorum is sam quid maios 
dolupta tionseque net, que pa eum, nullectio inctae assitatum volupit unt que 
explit pos doluptaqui consed quat eum non resto magnis nobit accatur aut in 
eaquo tecusae consedi autem doloria corerem qui di blab il magnist, consedi 
onsequi undiaeriam re, seque que inciis ipidele.



Products delivered within the tolerances 
described in this specification shall be 
deemed to comply with the agreed product 
specifications.

Packaging
Where applicable, and based on law, 
regulations or mutual agreement, returnable 
packaging pieces i.e. plastic pallets shall be 
charged.

5. Number of splices
5.1	 MegaPro 
5.2	 Mega and Regular products 
	 (paper-based and filmic laminates) 
	 Roll length 
	 1,000 m 
	 2,000 m 
	 3,000 m 
	 4,000 m 
	 5,000 m 
	 6,000 m 
5.3	 Specialties 
	 Roll length 
	 ≤ 1,000 m 
	 2,000 m 
	 3,000 m 
	 4,000 m 
	 5,000 m 
	 6,000 m

No splices 
 
 
Maximum 
1 splices 
2 splices 
3 splices 
3 splices 
4 splices 
4 splices 
 
Maximum 
2 splices 
2 splices 
3 splices 
3 splices 
4 splices 
4 splices

Splices within the limits specified herein shall not 
constitute a defect.
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